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Systems and methods that facilitate analysis of superficial
tissue based at least in part on a depth-selective fiber optic
probe are discussed herein. The depth-selective fiber optic
probe can include an illumination fiber for providing light to
the superficial tissue, a collection fiber for collected reflected
light, a ball lens that couples the fibers, and a protective
overtube that houses the ball lens and fibers. The distances
between the ball lens and fibers and between the fibers can
be optimized based on several factors, such as by minimiz-
ing the illumination spot size, maximizing the overlap
between the illumination and collection spots, and based on
the angle between the illumination and collection beams.

14 Claims, 9 Drawing Sheets

104 ~ 106
— —
— 112
110
lf o : . Collection Eiber | A
5 Il lens j
i Tiimination Eiber /
SRR




US 9,451,885 B2

Page 2
(56) References Cited 2009/0062642 Al*  3/2009 Hauck ......ccoovviininnn. 600/429
2010/0165339 Al* 7/2010 Morgan et al. .............. 356/318
U.S. PATENT DOCUMENTS 2013/0303861 Al* 11/2013 Backman et al. ............ 600/301

2007/0129615 Al*  6/2007 Backman et al. ............ 600/315 * cited by examiner



US 9,451,885 B2

Sheet 1 of 9

Sep. 27, 2016

U.S. Patent

1 "OId

L_mmE HORBUILUR||

2

/

801

Jaqid4 UonaajoD

2

/

Ort

Y— $01




U.S. Patent

Sep. 27, 2016

Sheet 2 of 9

I
<
A
N
&
§
N

US 9,451,885 B2

FIG. 2A




U.S. Patent Sep. 27, 2016 Sheet 3 of 9 US 9,451,885 B2

Tissue reflectance signal

!
@\
©
—
B
o
o
43
o
ot
e
2
"3
2 ©
S
o




U.S. Patent Sep. 27, 2016 Sheet 4 of 9 US 9,451,885 B2

N

hickness {um)

FIG. 3

e

\\\\§ ,‘




US 9,451,885 B2

Sheet 5 of 9

Sep. 27, 2016

U.S. Patent

v DId

(warl) 9goad ani3va(Es-y3dag 3y jo sajawelq 2400 Joq1

IR



US 9,451,885 B2

Sheet 6 of 9

DS DOIA

{,. 0 "4 wsmiens uondiosay

Sep. 27, 2016

U.S. Patent

: . 3
D 3
% % “ ' 3
% =
4 % z
b ) &
# 4 -
b4 ¥ =
Ly ot genig 1
fany ocpnd potliny %
gl AS % 7
A R : 2
Gk oot sty #
Curiipnt word sapemngslen 4 W@u‘@w
) vt et B =
55 ey Adoaosiy P N -
W Y memgees Busney
50 &5 o oo srw .M? i 7 iy HONRIG
g * g ! ] 2404 14 [£:¢74 o S [+ &m
s3e2sus . A A R ,
57 574 4, ; . ok . » * ! 2
P4 % % b % : 3 . ot
TPy * % oo P & % & & oz B
# # . " % 2
10 g = % i e
& mw. F % % # m
& % ooy B o wuw
¥ 5 L »” ) 3
005 & ? ot P
Lavtounid pog z Lavrsausd gy 5 g -]
Lesimmontsabay g O0E Z Lysromont pufiuy g . o F
% Z gt ds b4 -
fani e O B MG % v s 3
{siviph wipmai masowmasyrteor  m s sl sAR0EAE SN "
s vk sapvaeR-uiny g sz Tunihin 1} ot oxpseieuiiag % g
fosionty myoad omiomrs-idon @ Lo Dowrigysl oad nsympaneaving g o5

as 'or1d VS 'OId



US 9,451,885 B2

Sheet 7 of 9

Sep. 27, 2016

U.S. Patent

By,

23
iy

00

PR BRI

o

o

FIG. 6A

7

2

* 3 i

Bl (=4 E

S I s U R

MWemn-3

X%
Ak

e

Wy

G

ey

¥ £ T
27} e B K
o e - [

s
weh

i

{3

HE soncentration {gf}

HE cosendrativedg il

F1G.6C

FIG. 6B



US 9,451,885 B2

Sheet 8 of 9

Sep. 27, 2016

U.S. Patent

L OI4

e

o

* w

iy
ne) saurjosgay

(s} yiBusianess
001 008 003 2%
JUS WHHZ w \
agoid aAld91@s-LdB(Q \
}.\.‘\%{\\\\i‘\ \
!\\ftsee.\\év\&\ ; x\ : ]
$§§¥\A=\§\$x\§:\§§w§tx§\\ i \
;
e A
sofla, arhgg ey o
LI o ane\ Mﬁw\um
(uﬁm;% 1
90L S

WIIBBI0) JBIOA

T I = T = T =

{wu} yibusisaepp
£:674 609 40%g

d¥S WINOTZ - e
aqoid SAgI8RS- IS

s,
oA,
g,
i,

fuuuy yibusianpan

~
o

o4
foe

{rre) ssuepeyey

" vy g &
[T g L Vi
o R

0
ot

=
L)

D04 008 0Dg

du3 wipog - - -
aqoid 3a323185-AB ([
e

:,..f‘_si%a\}rfff
=,
So el
0L S

dipebuiy

™
<

ot
o

=
o

(e} souriaeyey

1
Lo}

«
o



U.S. Patent Sep. 27, 2016 Sheet 9 of 9 US 9,451,885 B2
/-~ 800
802
/_
5 /830
PROCESSING | _— 804 { | OPERATING SYSTEM |
UNIT e
. 832
308 L~ 806 : | APPLICATIONS
SYSTEM
MEMORY
A
< RAM
ROM  []
82 i
4—‘<—V—>INTERFACE | .
DTERNALFDD) 1 816 S~—o HDD__ -~
/|
826 FDD 1818
INTERFACE A
DISK
2 A 820 844
@ 828 4 MONITOR
OPTICAL
INTERFACE DRIVE || ¢y 838
/~ 846 DISK ]
KEYBOARD
’ VIDEO |
ADAPTER 840
/3% (WIRED/WIRELESS) MOUSE
INPUT  [¢
858 854 848
< DEVICE L L L
INTERFACE |« MODEM » WAN REMOTE
COMPUTER(S
/856 852 )
| NETWORK |, o AN 850
ADAPTER (WIRED/WIRELESS)
| MEMORY/
STORAGE

FIG. 8




US 9,451,885 B2

1
DEPTH-SELECTIVE FIBER-OPTIC PROBE

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims the benefit of U.S. Provisional
Patent application Ser. No. 61/426,077 entitled “A DEPTH-
SELECTIVE FIBER-OPTIC PROBE FOR CHARACTER-
IZATION OF SUPERFICIAL TISSUE WITH A CON-
STANT PHYSICAL DEPTH” and filed Dec. 22, 2010. The
entirety of the above-noted application is incorporated by
reference herein.

NOTICE ON GOVERNMENT FUNDING

This invention was made with government support by the
National Institutes of Health (NIH) and NIH Skin Cancer
SPORE (P50CA121973). The government has certain rights
in the invention.

BACKGROUND

The in vivo characterization of superficial tissue is of
significant importance for many biomedical applications,
such as cancer detection, and investigation of skin pigmen-
tation and hydration. Due to the multi-layered structures of
most biological tissue, the characterization of the avascular
superficial epithelium is often confounded by the contribu-
tion of the scattering and absorption from the underlying
connective tissue and blood vessels. To selectively assess the
superficial tissue, the depth-selective measurement is crucial
to distinguish photons originating in the superficial tissue
from those propagating into the deeper tissue.

Reflectance spectroscopy has been widely used to probe
tissue properties in vivo, often implemented via a compact
fiber optic probe with well-controlled source and detection
fiber separations, typically in the ranges from several hun-
dred microns to a few millimeters. They generally assess the
entire epithelium and the underlying connective tissue in
conjunction with a variety of blood vessels such as capil-
laries, venules and arterioles. In order to achieve a short
penetration depth for superficial epithelium, several strate-
gies have been proposed in conventional systems that have
reduced the multiply-scattered photons from the deeper
tissue layers and improved the sensitivity to the superficial
tissue to some extent.

However, several challenges remain in the development
of fiber-optic probes that can selectively characterize the
superficial epithelium without being confounded by the
underlying connective tissue and blood vessels, while still
maintaining a high signal collection efficacy. First, since
most epithelial tissues are relatively thin (ranging from 20 to
200 microns), it is difficult to achieve such a short penetra-
tion depth for most fiber-optic probe designs. Second, the
reduction of fiber core diameter will significantly reduce the
efficacy of reflectance signal collection. Third, although the
use of fiber-coupling optics such as gradient-index lenses
could reduce the probing depth, if the source-detection fibers
are positioned at a close distance, the fiber-coupling optics
often introduces a significant specular reflection that
strongly interferes with the collected signals from tissue.

Furthermore, the determination of optical properties of
biological tissue is often complicated by the dependence of
penetration depth and sampling volume on tissue scattering
coeflicient and anisotropy factor of biological tissue. In
general, smaller scattering coefficient and higher anisotropy
factor will result in a deeper penetration depth and larger
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sampling volume, leading to inaccurate estimation of
absorber content. In other words, the intrinsic variation of
tissue optical properties could introduce significant uncer-
tainties in measuring absorber concentrations in turbid
media. Thus, it is highly desirable to design an optical probe
whose penetration depth is independent of scattering prop-
erties of the medium. Although at least one conventional
system has included the choice of a “magic” source-detector
separation distance of 1.7 mm for a nearly constant optical
path length independent of scattering properties, the rela-
tively deep sampling depth of that system is unsuitable for
assessing superficial tissue.

SUMMARY

The following presents a simplified summary of the
innovation in order to provide a basic understanding of some
aspects of the innovation. This summary is not an extensive
overview of the innovation. It is not intended to identify
key/critical elements of the innovation or to delineate the
scope of the innovation. Its sole purpose is to present some
concepts of the innovation in a simplified form as a prelude
to the more detailed description that is presented later.

The innovation disclosed and claimed herein, in aspects
thereof, comprises systems and methods related to fabricat-
ing a depth-selective probe. The probe can include an
illumination fiber that can be a multi-mode optic fiber, and
can include a collection fiber that can be a multi-mode optic
fiber. Additionally, the probe can include a ball lens that can
couple the illumination fiber and collection fiber, and a
protective overtube that can house the illumination fiber, the
collection fiber, and the ball lens. In aspects, the arrangement
of'the ball lens and fibers can facilitate a constant penetration
depth.

In another aspect of the subject innovation, it can com-
prise a method of fabricating a depth-selective probe. The
method can include the acts of selecting at least two multi-
mode fibers, which can be based at least in part on one or
more properties of the at least two multi-mode fibers, and
selecting a high-index ball lens. The method can also include
a step of arranging the high-index ball lens and the at least
two multi-mode fibers within a protective overtube. The
high-index ball lens can couple the at least two multi-mode
fibers. The arranging step can include the acts of optimizing
the distance between the ball lens and the at least two
multi-mode fibers, and optimizing the distance between the
at least two multi-mode fibers.

To the accomplishment of the foregoing and related ends,
certain illustrative aspects of the innovation are described
herein in connection with the following description and the
annexed drawings. These aspects are indicative, however, of
but a few of the various ways in which the principles of the
innovation can be employed and the subject innovation is
intended to include all such aspects and their equivalents.
Other advantages and novel features of the innovation will
become apparent from the following detailed description of
the innovation when considered in conjunction with the
drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 illustrates a layout of an example depth-selective
probe in accordance with aspects of the subject innovation.

FIG. 2A shows an example intensity contour profile graph
and associated system configuration, in accordance with an
embodiment of the subject innovation.
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FIG. 2B shows the background and tissue reflectance
signals from an example depth-selective probe with 200 um
core fiber diameter, where the color bar represents irradiance
(W/m?).

FIG. 3 shows a saturation curve obtained from numerical
simulations compared with that from experiments using
tissue phantoms consisting of polystyrene microsphere sus-
pension.

FIG. 4 shows the dependence of sampling depth on the
fiber core diameters of a depth-selective probe used in
experiments herein.

FIG. 5A shows the effect of scattering coefficient on
penetration depth in experiments discussed herein.

FIG. 5B shows the effect of anisotropy factor on penetra-
tion depth in experiments discussed herein.

FIG. 5C shows the effect of absorption coefficient on
penetration depth in experiments discussed herein.

FIG. 6A shows the reflectance spectra obtained with the
depth-selective probe and the corresponding fitted spectra in
experiments discussed herein.

FIG. 6B shows a comparison between the calculated
hemoglobin coefficient and the actual hemoglobin concen-
tration from the depth-selective probe.

FIG. 6C shows a comparison between the calculated
hemoglobin coefficient and the actual hemoglobin concen-
tration from a standard reflectance probe.

FIG. 7 illustrates representative reflectance spectra from
three skin tissue sites based on experiments discussed
herein.

FIG. 8 illustrates a block diagram of a computer operable
to execute the disclosed architecture.

DETAILED DESCRIPTION

The innovation is now described with reference to the
drawings, wherein like reference numerals are used to refer
to like elements throughout. In the following description, for
purposes of explanation, numerous specific details are set
forth in order to provide a thorough understanding of the
subject innovation. It may be evident, however, that the
innovation can be practiced without these specific details. In
other instances, well-known structures and devices are
shown in block diagram form in order to facilitate describing
the innovation.

As used in this application, the terms “component” and
“system” are intended to refer to a computer-related entity,
either hardware, a combination of hardware and software,
software, or software in execution. For example, a compo-
nent can be, but is not limited to being, a process running on
a processor, a processor, an object, an executable, a thread
of execution, a program, and/or a computer. By way of
illustration, both an application running on a server and the
server can be a component. One or more components can
reside within a process and/or thread of execution, and a
component can be localized on one computer and/or dis-
tributed between two or more computers.

In various embodiments, the subject innovation can
include a compact and simple probe design (e.g., a two-
channel probe, or other embodiments discussed herein, etc.)
optimized for superficial tissue, referred to herein as a
depth-selective probe. Systems and methods utilizing such a
depth-selective probe can achieve short depth-of-penetration
based on multiple features of the depth-selective probe, such
as by minimizing the spot size of illumination beam and
maximally overlapping the illumination and collection areas
through a high-index ball lens, while maintaining high
signal collection efficiency without being affected by the
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notorious specular reflection. In experiments discussed
herein, the performance of the depth-selective probe was
validated by both numerical simulation and experimental
studies with tissue phantoms. These results showed that the
depth-selective probe can assess a constant and shallow
physical penetration depth, insensitive to a wide range of
tissue-relevant scattering coefficients and anisotropy factors,
in contrast to conventional probes. These further demon-
strate the potential of embodiments of the depth-selective
probe to accurately quantify the absorber concentration in
superficial tissue without being distorted by tissue scattering
properties. The importance of depth-selective probe for
superficial tissue is also demonstrated in various human skin
sites.

Referring initially to the drawings, FIG. 1 illustrates a
layout of an example depth-selective probe 100 in accor-
dance with aspects of the subject innovation. Depth-selec-
tive probe 100 is illustrated from both a front view 102 and
a side view 104. The probe can consist of a protective
overtube 106 that can house a plurality of multi-mode
optical fibers, with at least one fiber for light illumination (as
shown by the example illumination fiber 108 in views 102
and 104) and at least one fiber for light collection (as shown
by the example collection fiber 110 in views 102 and 104).
In various aspects, probe 100 can comprise two multi-mode
fibers, a single illumination fiber 108, and a single collection
fiber 110. The multi-mode fibers can be of any of a range of
diameters (e.g., 50, 100, or 200 um-core-diameter, or others,
etc.), and can be composed of fused silica fibers or any other
material suitable for optical fibers (e.g., silicas, fluorides,
phosphates, chalcogenides, plastic optic fibers, etc.). In
experiments discussed further herein, the illumination fiber
108 and collection fiber 110 were 200 pum-core-diameter
fused silica fibers with a numerical aperture (NA) of 0.22.
The multi-mode fibers can be coupled by a high-index (e.g.,
n=1.85, although a larger or smaller index of refraction can
be used in various embodiments, and materials are available
for a wide range of indices) ball lens 112 (e.g., with a 2 mm
diameter, although a larger or smaller diameter can be used).
In experiments discussed herein, the ball lens 112 was a 2
mm diameter Edmund NT45-540 with n=1.85. The optics of
probe 100 (e.g., multi-mode fibers, ball lens 112, etc.) can be
housed in overtube 106 (e.g., comprised of stainless steel or
other suitable material) for protection. For medical applica-
tions, the materials can be selected from among those
approved by the Food and Drug Administration.

The use of the ball lens 112 can ensure a small illumina-
tion spot and maximal overlap between light illumination
and collection areas. The distances between the two fibers
114 and the distance between fiber and ball lens 116 can be
adjusted to optimize the light collection efficiency and
minimize the specular reflection using optical design soft-
ware (e.g., TracePro 3.22 by Lambda Research, etc.). In the
probe used in experiments conducted herein, based on the
selections (e.g., of materials, etc.) made for that probe, the
optimal distance between the two fibers 114 was 0.625 mm,
and the optimal distance 116 was 0.563 mm, as determined
by optical design software. This software can use a Monte
Carlo simulation (or other techniques intended to be
included as alternatives within the term as used herein, such
as Morris method, Las Vegas algorithm, etc.) to generate and
trace light rays. Additionally, in other aspects, ray tracing
can be used. To optimize the properties of illumination and
collection spots, each fiber can be assumed to be coupled
with an independent light source and a large number of rays
(e.g., around 10° rays, etc.) can be launched for each light
source in connection with the Monte Carlo simulation. It is
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to be understood that the specific dimensions provided
herein are optimized in light of other system parameters,
based on specific criteria relating to increasing the signal to
noise ratio, such as one or more of maximizing the overlap
between the illumination and detection spots, minimizing
specular reflection from the illumination source, etc. The
optimization maximizes the overlap between illumination
and collection spots while controlling the beam diameter to
be as small as possible and/or adopting a large collection
angle with respect to the illumination beam.

The system parameters that can affect the specific dimen-
sions provided herein include the indices of refraction and
numerical apertures of optical components (e.g., fibers, ball
lens, etc.) used in the experiment, and variations in these
parameters can result in differing optimization values.
Depending on different values of these parameters, the
specific values that minimize the background noise and
maximize the signal (e.g., by maximizing overlap, etc.) may
differ from those specific values discussed above (i.e., that
the optimal distance between the two fibers 114 was 0.625
mm, and the optimal distance 116 was 0.563 mm). For
example, the ball lens used in the experiment had an index
of refraction of 1.85, but other material selections can have
widely varying indices, both higher and lower (e.g., various
glasses have less than 1.5 or greater than 1.9, and some
materials have greater than 2, such as diamond, etc.). In
another example, the core fiber diameter for the illumination
and collection fibers can be tuned to produce embodiments
with different penetration depths. For example, the penetra-
tion depth of the embodiment used in the experiments with
200 um core fiber diameter is approximately 200 um, but
using a smaller (or larger) diameter can produce a shorter (or
deeper) penetration depth, such as an approximately 50 um
penetration depth when using fibers with 50 um core diam-
eter. Although the signal to noise ratio would be worse in a
50 pum core fiber diameter embodiment when compared to
the 200 pm, the signal can still be strong enough to be
detectable over the noise.

In order to incorporate this depth-selective probe into a
reflectance spectroscopy system, the at least one illumina-
tion fiber 108 of the probe 100 can be coupled to an
illumination source (e.g., halogen lamp, arc lamp (e.g., a
hydrargyrum medium-arc iodide (HMI) lamp, etc.), or other
sources (e.g., filament, fluorescent lamps, other light
sources, etc.), including a gas discharge lamp such as a
xenon lamp, for example, a 150 W xenon lamp as used in
experiments discussed herein). The collection fiber can be
directly connected to a spectrometer or other device capable
of capturing and analyzing the collected light. In experi-
ments conducted herein, a spectrometer based on a thermo-
electric cooled charge-coupled device (CCD) array was
used, configured for wavelengths in the 380 nm to 710 nm
range, although other devices or configurations can be used
in various embodiments. In aspects, custom-designed soft-
ware (e.g., using Labview 8.6 interface, etc.) can be used to
control the spectrometer for data acquisition.

In other embodiments, the subject innovation can include
methods of analyzing superficial tissue (e.g., internally or
externally) via a depth-selective probe. For example, illu-
mination light can be produced by an illumination source
and transmitted via a first multi-mode fiber (e.g., illumina-
tion fiber 108), refracted by a ball lens, and reflected from
superficial tissue. The reflected light can be refracted by the
ball lens, and collected by a second multi-mode fiber (e.g.,
collection fiber 110). The collected light can be analyzed by
a spectrometer or other device capable of capturing and
analyzing the collected light.
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In further embodiments, the subject innovation can
include one or more methods for fabricating a depth-selec-
tive probe. Such a method can include the act of selecting at
least two multi-mode fibers based at least in part on one or
more properties of the at least two multi-mode fibers. These
properties can include a core fiber diameter and a numerical
aperture. The method can further include the act of selecting
a high-index ball lens based at least in part on one or more
of a diameter or an index of refraction of the ball lens.
Additionally, the method can comprise the step of arranging
the high-index ball lens and the at least two multi-mode
fibers within a protective overtube. Additionally, the arrang-
ing can include the step of optimizing the distance between
the ball lens and the fibers and the distance between respec-
tive fibers. These can be optimized to at least one of
maximize the overlap between illumination and collection
spots, control the beam diameter to be as small as possible,
or adopt a large collection angle with respect to the illumi-
nation beam. The optimization can employ a Monte Carlo or
ray tracing simulation to determine the distances.

What follows is a more detailed discussion of certain
systems, methods, and apparatuses associated with aspects
of the subject innovation. To aid in the understanding of
aspects of the subject innovation, theoretical analysis and
experimental results associated with specific experiments
that were conducted are discussed herein. However,
although for the purposes of obtaining the results discussed
herein, specific choices were made as to the selection of
various aspects of the experiments and associated setups—
such as choice of materials and dimensions for fiber optics
and ball lens—the systems and methods described herein
can be employed in other contexts, as well. For example,
various aspects of the subject innovation can be utilized to
perform in vivo assessment of superficial tissue. In some
embodiments, different selections of materials, configura-
tions, analytical methods, or dimensions can be selected than
those used in the experiments discussed herein, and may
have differing characteristics, as explained in greater detail
below.

To benchmark the performance of the depth-selective
probe, it was compared with a standard reflectance spec-
troscopy fiber-optic probe that was commercially available
and widely used in optical spectroscopy. This standard
reflectance probe (SRP) consisted of six illumination fibers
and one collection fiber with 200 pm core diameter and the
central distance between source and detection fibers was
approximately 250 um. Additionally, to compare the perfor-
mance of the depth-selective probe with conventional probes
known to give relatively short penetration depths, the fiber
core diameter of the SRP was reduced to 50 pum, the smallest
multi-mode fiber diameter currently used in reflectance
spectroscopy. Further, given that angled probes have previ-
ously been used to achieve shorter penetration depth, angled
probes with collection fibers placed at 15° and 45° with 200
um fiber core diameter were also used.

Numerical simulations were performed using a Monte
Carlo method to determine the penetration depth of the
depth-selective probe and other standard reflectance probes.
The numerical experiments were designed to ensure that the
light collection geometry modeled in the simulations emu-
lated realistic experimental conditions and the output of the
numerical simulations was analogous to those typically
recorded in experiments.

The numerical experiments followed the protocol of a
saturation curve method. In brief, the experiment varied the
geometrical thickness D of the sample. For each D, the
reflectance signals were recorded for a specific collection
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radial ranges R according to the design of the fiber-optic
probe. As D increases, the reflectance signal first increases
and then reaches a plateau at a specific D_, known as the
saturation curve. The penetration depth T is defined as the
geometrical thickness D such that the saturation curve
reaches 90% of its saturation value. In the simulation, the
geometrical thickness D was varied from 20 um to 3000 pm.
A wide range of tissue-relevant scattering coefficient i, and
absorption coefficient 11, were used. The simulations in these
experiments used 107 photons.

To validate the penetration depth of the fiber-optic probes
determined by Monte-Carlo simulation and saturation-curve
method, experiments were performed using tissue phantoms
consisting of polystyrene microsphere suspension (with
diameter d=4.3 um+25%, and index of refraction n=1.59).
The scattering coefficient p; was calculated based on the
concentration of microsphere suspension and Mie theory. To
obtain the saturation curve, the probe tip was immersed in
the microsphere suspension, and the distance between the
probe tip and the bottom of the suspension was gradually
increased from 20 um to 3000 pm via a micrometer-
controlled translational stage. The reflectance spectroscopy
measurement of I (A) was taken at each step. The obtained
spectrum I, (A) was further normalized by using the follow-
ing scheme in equation (1):

1) = L)
Lrer(A) = Ipg (1)

R = M

where R(A) denotes the normalized signal, and I(»), T, (M)
and I, (M) denotes the measured reflectance signals from the
sample, reference and background, respectively. A reflec-
tance standard (99% reflectivity) was used as the reference.
The background measurement was taken when the probe tip
is immersed in pure water.

A series of tissue phantoms with a range of similar
scattering and absorption properties as the soft tissue were
used. The human blood was used as the absorber and
polystyrene microsphere suspension was used as the turbid
scattering medium. A venous blood sample was collected
from a healthy volunteer. The sample was collected in an
ethylenediaminetetraacetic acid (EDTA)-treated Vacu-
tainer® Blood Collection Tube and subsequently analyzed
for hemoglobin concentration using a COULTER® LH 750
Hematology Analyzer (Beckman Instruments). The base
blood sample was then added into the polystyrene micro-
sphere suspension, yielding multiple samples of serially
increasing hemoglobin concentration differing by about 1
g/L. To quantify the hemoglobin content in tissue phantoms,
a modified Beer-Lambert law was used, described as in
equation (2):

ROV caering W) €Xp(=Cppon A rpor (M)~ Cggp A grs(h) (2)

where R(}) is the experimentally obtained reflectance spec-
trum as a function of wavelength A; I ..., (A) denotes the
absorber-free scattering signal of the sample; A, ,,(A) and
A, (\) denote the absorption spectrum of the oxygenated
and deoxygenated hemoglobin, respectively; and o, and
a,y, represent the oxygenated and deoxygenated hemoglo-
bin contents. The I_,,.,... (») was obtained using the
simulated curve based on Mie Theory. The A, ,,(A) and
A, (\) were obtained from published sources. To calculate
Ogzpon AN Oy, the Eq. (2) was fitted given R(A), 1 ppering
M), Agpoa(M) and Ay, (A). The fitting was optimized by
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minimizing the sum of square error over the wavelength
range of 460-700 nm with the Matlab function fininsearch.

The reflectance spectra from human skin were obtained
using both the depth-selective probe and the standard reflec-
tance probe. Three skin sites of an Asian volunteer were
evaluated, including finger tip, lip and volar forearm. Six
measurements were taken on each site and the averaged
spectrum was used as the representative spectrum for each
skin site. The final representative spectrum was fitted by
equation (3):

R)=APexp(=Cgzpond 100 (M)~ Otz Ay (M) 3

where [} denotes the scattering power, and 5, and oy,
denote the oxygenated and deoxygenated hemoglobin coef-
ficients, respectively. To derive the values of f§, oz, and
Oz, a fitting method similar to that described above was
used.

In general, three major technical factors in a fiber-optic
probe can affect its penetration depth: (1) Diameter of
illumination and collection spot; (2) Separation distance
between the illumination and collection spots; and (3) Angle
between illumination beam and collection beam. In various
aspects, some or all of these factors can be optimized to
select a desired penetration depth (e.g., a short penetration
depth, etc.).

To achieve a short penetration depth, some embodiments
of the subject innovation can at least one of maximize the
overlap between illumination and collection spots while
controlling the beam diameter to be as small as possible
and/or adopting a large collection angle with respect to the
illumination beam. In various embodiments of a depth-
selective probe design, all of these three factors can be
optimized to result in a short penetration depth while main-
taining sufficient light collection efficiency and minimizing
the specular reflection. Such embodiments can employ a
high-index ball lens (e.g., n=1.85, although greater or lesser
values can be used), which can offer a large numerical
aperture (e.g., NA=0.65 for the example probe used in the
experiments, although variations in parameters (e.g., n, the
geometry of the system, etc.) can result in a greater or lesser
NA) and superior focusing capacity, and can adjust the
distance between the illumination and collection fibers as
well as the distance between the fiber and ball lens in order
to reduce penetration depth. The use of a high-index ball-
lens can often be accompanied by significant specular reflec-
tion due to the multiple reflections at the ball lens-air and
fiber-air interfaces, which can contribute to background
signals, resulting in reduced signal-to-noise ratio (SNR).
The subject innovation can numerically adjust the distance
between the illumination and collection fibers as well as the
distance between the fiber tip and ball lens to minimize such
specular reflection in the background signal in the simula-
tion using simulation or ray tracing software (e.g., TracePro)
and optimizing a high collection efficacy of reflectance
signal for smaller probing depth.

FIG. 2A shows an example intensity contour profile graph
202 and associated system configuration 204, with the
illumination in blue and collection in red, in accordance with
an embodiment of the subject innovation. In some embodi-
ments, the collection and illumination spots at the surface of
the probe tip can be controlled to be as small as ~300 um in
diameter, and can have a maximal overlap between the
illumination and collection areas. Such embodiments can
result in the smallest possible source-detection fiber sepa-
ration and illumination size, which can provide for the short
penetration depth, without a significant sacrifice of light
collection efficiency and specular reflection. Additionally,
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the large angle 6 between the illumination beam 206 and the
collection beam 206 (e.g., 6=37.4° in air and 6=27.8° in
water for an embodiment such as used in the experiments
described herein) can further select those photons originat-
ing from a short tissue depth.

FIG. 2B shows the background signal 210 and tissue
reflectance signal 212 from the depth-selective probe with
200 um core fiber diameter used in the experiments, where
the color bar represents irradiance (W/m?). The signal-to-
noise ratio was quantified both numerically and experimen-
tally. The tissue reflectance irradiance was simulated using
a tissue model (i.e., tissue stratum corneum) selected from
the sample library of the software. The SNR of the depth-
selective probe used in the experiments (i.e., with 200 um
fiber diameter) was 15.1 dB.

To further compare the reflectance signal collection effi-
cacy for the depth-selective probe that samples a smaller
penetration depth with those that sample a much deeper
depth, the SNR from the depth-selective probe and that from
the commercially available standard reflectance probe (SRP)
with the same fiber core diameter of 200 um were experi-
mentally quantified. The reflectance signals were obtained
from the human fingertip. The average SNR for the depth-
selective probe (500-700 nm) was ~11.2 dB, while the SRP
with 200 um diameter has an average SNR of ~12.6 dB.
Therefore, the SNR for the depth-selective probe maintained
about 73% of collection efficiency compared to a SRP with
the same diameter. However, considering that the SRP has 6
illumination fibers and one collection fiber, while the 200
um-diameter depth-selective probe used in the experiments
had only one illumination fiber and one collection fiber, the
reflectance signal collection efficiency of the depth-selective
probe was in fact similar to or even better than the SRP with
the same fiber diameter.

FIG. 3 shows the saturation curve obtained from numeri-
cal simulations compared with that from experiments using
tissue phantoms consisting of polystyrene microsphere sus-
pension, validating the accuracy of the numerical simulation
approach in defining the penetration depth. In both the
numerical simulations and the experiments illustrated in
FIG. 3, n,=200 cm™'. These simulations characterized the
penetration depth of the depth-selective probe and other
comparative standard reflectance probes using a series of
Monte-Carlo based numerical simulations. As can be seen
from FIG. 3, the saturation curve obtained from the numeri-
cal simulation shows a good agreement with the experimen-
tal result. It can also be seen in FIG. 3 that both numerical
simulation and experiments confirmed that the example
depth-selective probe used in the experiments selected a
very short penetration depth of approximately 200 pm
(although different embodiments can have varying penetra-
tion depths.

FIG. 4 shows the dependence of sampling depth on the
fiber core diameters of a depth-selective probe used in
experiments herein. The scattering coefficient p, was 200
cm™’, the anisotropy factor g was 0.87, and the absorption
coefficient p, was 5 cm™. This portion of the experiment
evaluated the penetration depth of the depth-selective probe
with different fiber diameters (50, 100, 150, 200 pm) using
the Monte-Carlo simulation in conjunction with the satura-
tion curve analysis. As shown in FIG. 4, the penetration
depth was approximately linearly proportional to the fiber
diameter. If the fiber diameter size was reduced to 50 um
(one of the smallest available core diameters of multi-mode
fibers), the penetration depth could reach approximately
50-60 pm.
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The scattering properties of biological tissue can gener-
ally be described by two physical parameters: a scattering
coeflicient p, and an anisotropy factor g. In experiments
discussed herein, the effect of scattering coefficient on the
penetration depth was evaluated using Monte Carlo simu-
lation and the saturation curve method. The penetration
depth of the depth-selective probe was compared with that
from two standard reflectance probes (SRPs) with fiber core
diameter of 200 um and 50 pm, respectively.

FIGS. 5A, 5B, and 5C show the effect of scattering
coeflicient, anisotropy factor g, and absorption coefficient,
respectively, in a wide tissue-relevant range. As can be seen
in FIG. 5A, the depth-selective probe is insensitive to a
range of tissue-relevant scattering coefficients. In contrast,
the penetration depth of the SRP with 200 um or 50 pm
shows a much stronger dependence on the scattering coef-
ficient and anisotropy factor. As shown in FIG. 5A, for a
wide range of scattering coefficients (50-300 cm™") at con-
stant anisotropy factor g of 0.87 and absorption coefficient
u, of 5 cm™", the depth-selective probe can assess a much
shallower penetration depth (i.e., less than 200 um). The
performance of the example depth-selective probe (with 200
um fibers) is even superior to the SRP with the smallest
available core diameter of multi-mode fibers (i.e., 50 um).
This result demonstrates the relative importance of maximal
overlap between the illumination and collection spots in
reducing the penetration depth as compared with the fiber
diameter. Similarly, as shown in FIG. 5B, which illustrates
penetration depth at a fixed scattering coefficient i, of 200
cm™! and absorption coeficient p, of 5 cm™" for anisotropy
factors g ranging from 0.80 to 0.96, the penetration depth of
the SRP increases significantly with the increase of anisot-
ropy factor g. However, the depth-selective probe can assess
a nearly constant penetration depth in a wide range of
anisotropy factor, even in the case of highly forward-
directed scattering (e.g., g>0.9), in which a short penetration
depth is especially difficult to achieve. These results show
that the depth-selective probe can maintain superior perfor-
mance, with a short and constant physical penetration depth
in a very wide range of scattering properties, even for those
highly forward-directed scattering media. Additionally, FI1G.
5C shows the effect of absorption coefficient on penetration
depth in experiments discussed herein, for a fixed scattering
coefficient i, of 121 cm™ and anisotropy factor g 0of 0.87. As
shown in FIG. 5C, when the absorption coefficient is small
(u,<1 ecm™), the penetration depth of the depth-selective
probe with 200 um diameter shows a slight dependence on
absorption coefficient. Such effect is almost negligible if the
fiber diameter is reduced to 100 and 50 pm or when the
absorption level ranges from medium to strong (j1,<2 cm™).
Therefore, the depth-selective probe with the smallest avail-
able core diameter could achieve the shortest penetration
depth and have least sensitivity to a wide range of optical
properties.

To demonstrate the potential of the depth-selective probe
to accurately determine the absorber concentration in the
turbid media, the absorption coefficient of hemoglobin in
tissue models was quantified with three different scattering
coefficients: 80, 130 and 200 cm™'. For each model, the
concentration of total hemoglobin was varied from 0 g/L to
15 g/L, with the corresponding absorption coefficient 1,
ranging from O to 13 cm™ at the wavelength of 570 nm.

FIG. 6A shows the reflectance spectra obtained with the
depth-selective probe and the corresponding fitted spectra
using the method described above for hemoglobin concen-
trations of 1 g/, 8 g/, and 15 g/L, respectively. As can be
seen in FIG. 6A, a good fit can be achieved by the depth-
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selective probe for a wide range of hemoglobin concentra-
tion. FIG. 6B shows a comparison between the calculated
hemoglobin coefficient and the actual hemoglobin concen-
tration from the depth-selective probe. As can be seen in
FIG. 6B, the calculated hemoglobin coefficient is linearly
related to the actual hemoglobin concentration, independent
of a wide range of tissue-relevant scattering coefficients. In
comparison, FIG. 6C, the calculated hemoglobin coefficient
for the SRP with 200 pm core diameter, shows that the
determination of hemoglobin coefficient is strongly con-
founded by the scattering coeflicients if the SRP is used.
Essentially, the derived hemoglobin coefficients from both
probes represent the hemoglobin content within the sam-
pling volume. The depth-selective probe assesses a rela-
tively constant optical path length (or sampling volume),
while the assessing optical path length from the SRP probe
is very sensitive to the scattering coeflicient, which results in
inaccurate estimation of hemoglobin concentration. These
results demonstrate the potential of the depth-selective probe
in unambiguous determination of absorber concentration in
turbid media.

FIG. 7 illustrates representative reflectance spectra from
three skin tissue sites. As discussed, the experiments further
explored the capability of the depth-selective probe to
evaluate the reflectance spectra of multi-layered tissue.
Three human skin tissue sites were evaluated: finger tip, lip
and volar forearm. These three skin sites are representative
of distinct tissue properties at different tissue layers: Finger
tip consists of a very thick (a few hundred microns) and
highly-scattered superficial layer of stratum corneum with a
highly dense vascular network underneath the epidermis.
Lip is also a highly vascular site but with a very thin layer
(only a few microns) of stratum corneum. The volar forearm
has approximately 20 pum thickness of stratum corneum
underneath which the blood vessels are less dense than those
in the lip and finger tip. FIG. 7 shows the representative
reflectance spectra from these three skin tissue sites,
obtained with both depth-selective probe, in red, and SRP
(200 um diameter), in blue. The reflectance spectrum from
finger tip obtained with the depth-selective probe shows
very little hemoglobin absorption features, in distinct con-
trast to the strong hemoglobin absorption shown in the
reflectance spectrum obtained with the SRP, as shown in
graph 702. This result implies that the depth-selective probe
indeed assesses a very short penetration depth, approxi-
mately within the thickness of stratum corneum and epider-
mis of ~200 pm. In addition, in the spectral range of 630-700
nm, the reflectance spectrum with the depth-selective probe
is nearly flat, but the spectrum with the SRP shows a strong
declining slope in part due to the contribution of the hemo-
globin absorption from the deeper tissue. On the other hand,
lip has a much thinner stratum corneum of only several
microns. Although the reflectance spectra from the lip
obtained with both probes, seen in graph 704, show the
hemoglobin absorption characteristics, the spectrum with
the depth-selective probe shows a significantly lesser
amount of hemoglobin absorption. Furthermore, the reflec-
tance spectra from the volar forearm in graph 706 show
almost no hemoglobin absorption when the depth-selective
probe is used, due to the small amount of vasculature in the
superficial skin.

Major tissue properties were further quantified by fitting
equation (3) in the spectral range from 520 nm to 700 nm as
described above, and the scattering power 3, oxygenated
hemoglobin coefficient [ctz; .| and deoxygenated hemoglo-
bin coefficient [a,,] were determined with the depth-selec-
tive probe and SRP, and tabulated in Table 1:
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TABLE 1

Major tissue properties of three skin sites

Depth-selective probe SRP with 200 um diameter

p Azrpo2 gy p Azrpo2 Ay
Finger tip  0.50 1.6E-06 2.8E-07 1.69 2.2E-06 1.7E-06
Lip 093 2.2E-06 7.3E-07 124 8.8E-06 5.4E-06
Volar 0.88 =0 =0 1.22  1.1E-06  2.1E-06
forearm

As can be seen in Table 1, the hemoglobin coefficients
assessed with the depth-selective probe are significantly less
than those from the SRP, due to its small sampling volume
and avascular nature of the superficial skin. Also notable are
the significantly distinct results of scattering power f§ using
two different types of probes. With the depth-selective
probe, the finger tip shows the smallest value off, but this
value is the largest with the SRP. The smaller value of f§ is
generally related to a larger scatterers’ size. The smaller
value of §§ with the depth-selective probe is consistent with
the presence of large cells in the stratum corneum of finger
tip. The results shown in Table 1 underlie the importance of
evaluating superficial skin tissue properties in a depth-
selective manner.

In various aspects, the innovation includes a compact and
simple fiber-optic depth-selective probe (e.g., two-channel,
etc.) that can be used for in vivo assessment of superficial
tissue. Various embodiments of depth-selective probes can
efficiently incorporate one or more approaches that can limit
the penetration depth, such as: reducing illumination spot
size, reducing separation distance between illumination and
collection areas, and enlarging collection angle. These can
be accomplished via a fiber-coupling high-index ball lens
and appropriate positioning of fibers and fiber-lens distance,
while maintaining sufficient light collection efficiency with-
out specular reflection. The depth selectivity of an example
embodiment of a depth-selective probe was evaluated by
both experiments and numerical simulations discussed
herein. These showed that the example probe selects a very
short physical penetration depth of approximately 200 um.
One notable characteristic of this depth-selective probe is its
ability to assess a constant physical depth that is independent
of'a very wide range of scattering coeflicient and anisotropy
factor values. Furthermore, with the depth-selective probe,
the determination of the absorber concentration in turbid
media can avoid being confounded by a wide range of
tissue-relevant scattering coefficients. The capability of the
depth-selective probe for in vivo tissue assessment was
further demonstrated in multi-layered skin tissue with three
distinct tissue sites. The reflectance spectra obtained with the
depth-selective probe provide dramatically different infor-
mation about tissue properties compared to those obtained
with a standard reflectance spectroscopy probe. The quan-
tification of absorption and scattering properties of the
superficial tissue can be significantly biased without the
depth-selective evaluation. Systems and methods of the
subject innovation are useable in a broad range of biomedi-
cal applications, such as endoscopic tissue assessment (em-
bodiments of the subject innovation can be readily included
in endoscopes due to the small probe sizes, e.g., 2 mm, of
these embodiments), characterization of superficial skin
pigmentation, and evaluation of the effect of therapeutic or
cosmetic agents on superficial tissue. Analysis of superficial
tissue by various embodiments of the subject innovation can
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be used to detect a range of conditions, from cosmetic (e.g.,
moisturization, etc.) to pathological (e.g., cancer detection,
etc.).

Referring now to FIG. 8, there is illustrated a block
diagram of a computer operable to execute the disclosed
architecture. In order to provide additional context for
various aspects of the subject innovation, FIG. 8 and the
following discussion are intended to provide a brief, general
description of a suitable computing environment 800 in
which the various aspects of the innovation can be imple-
mented. While the innovation has been described above in
the general context of computer-executable instructions that
may run on one or more computers, those skilled in the art
will recognize that the innovation also can be implemented
in combination with other program modules and/or as a
combination of hardware and software.

Generally, program modules include routines, programs,
components, data structures, etc., that perform particular
tasks or implement particular abstract data types. Moreover,
those skilled in the art will appreciate that the inventive
methods can be practiced with other computer system con-
figurations, including single-processor or multiprocessor
computer systems, minicomputers, mainframe computers,
as well as personal computers, hand-held computing
devices, microprocessor-based or programmable consumer
electronics, and the like, each of which can be operatively
coupled to one or more associated devices.

The illustrated aspects of the innovation may also be
practiced in distributed computing environments where cer-
tain tasks are performed by remote processing devices that
are linked through a communications network. In a distrib-
uted computing environment, program modules can be
located in both local and remote memory storage devices.

A computer typically includes a variety of computer-
readable media. Computer-readable media can be any avail-
able media that can be accessed by the computer and
includes both volatile and nonvolatile media, removable and
non-removable media. By way of example, and not limita-
tion, computer-readable media can comprise computer stor-
age media and communication media. Computer storage
media includes both volatile and nonvolatile, removable and
non-removable media implemented in any method or tech-
nology for storage of information such as computer-readable
instructions, data structures, program modules or other data.
Computer storage media includes, but is not limited to,
RAM, ROM, EEPROM, flash memory or other memory
technology, CD-ROM, digital versatile disk (DVD) or other
optical disk storage, magnetic cassettes, magnetic tape,
magnetic disk storage or other magnetic storage devices, or
any other medium which can be used to store the desired
information and which can be accessed by the computer.

Communication media typically embodies computer-
readable instructions, data structures, program modules or
other data in a modulated data signal such as a carrier wave
or other transport mechanism, and includes any information
delivery media. The term “modulated data signal” means a
signal that has one or more of its characteristics set or
changed in such a manner as to encode information in the
signal. By way of example, and not limitation, communi-
cation media includes wired media such as a wired network
or direct-wired connection, and wireless media such as
acoustic, RF, infrared and other wireless media. Combina-
tions of the any of the above should also be included within
the scope of computer-readable media.

With reference again to FIG. 8, the exemplary environ-
ment 800 for implementing various aspects of the innovation
includes a computer 802, the computer 802 including a
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processing unit 804, a system memory 806 and a system bus
808. The system bus 808 couples system components
including, but not limited to, the system memory 806 to the
processing unit 804. The processing unit 804 can be any of
various commercially available processors. Dual micropro-
cessors and other multi-processor architectures may also be
employed as the processing unit 804.

The system bus 808 can be any of several types of bus
structure that may further interconnect to a memory bus
(with or without a memory controller), a peripheral bus, and
a local bus using any of a variety of commercially available
bus architectures. The system memory 806 includes read-
only memory (ROM) 810 and random access memory
(RAM) 812. A basic input/output system (BIOS) is stored in
a non-volatile memory 810 such as ROM, EPROM,
EEPROM, which BIOS contains the basic routines that help
to transfer information between elements within the com-
puter 802, such as during start-up. The RAM 812 can also
include a high-speed RAM such as static RAM for caching
data.

The computer 802 further includes an internal hard disk
drive (HDD) 814 (e.g., EIDE, SATA), which internal hard
disk drive 814 may also be configured for external use in a
suitable chassis (not shown), a magnetic floppy disk drive
(FDD) 816, (e.g., to read from or write to a removable
diskette 818) and an optical disk drive 820, (e.g., reading a
CD-ROM disk 822 or, to read from or write to other high
capacity optical media such as the DVD). The hard disk
drive 814, magnetic disk drive 816 and optical disk drive
820 can be connected to the system bus 808 by a hard disk
drive interface 824, a magnetic disk drive interface 826 and
an optical drive interface 828, respectively. The interface
824 for external drive implementations includes at least one
or both of Universal Serial Bus (USB) and IEEE 1394
interface technologies. Other external drive connection tech-
nologies are within contemplation of the subject innovation.

The drives and their associated computer-readable media
provide nonvolatile storage of data, data structures, com-
puter-executable instructions, and so forth. For the computer
802, the drives and media accommodate the storage of any
data in a suitable digital format. Although the description of
computer-readable media above refers to a HDD, a remov-
able magnetic diskette, and a removable optical media such
as a CD or DVD, it should be appreciated by those skilled
in the art that other types of media which are readable by a
computer, such as zip drives, magnetic cassettes, flash
memory cards, cartridges, and the like, may also be used in
the exemplary operating environment, and further, that any
such media may contain computer-executable instructions
for performing the methods of the innovation.

A number of program modules can be stored in the drives
and RAM 812, including an operating system 830, one or
more application programs 832, other program modules 834
and program data 836. All or portions of the operating
system, applications, modules, and/or data can also be
cached in the RAM 812. It is appreciated that the innovation
can be implemented with various commercially available
operating systems or combinations of operating systems.

A user can enter commands and information into the
computer 802 through one or more wired/wireless input
devices, e.g., a keyboard 838 and a pointing device, such as
a mouse 840. Other input devices (not shown) may include
a microphone, an IR remote control, a joystick, a game pad,
a stylus pen, touch screen, or the like. These and other input
devices are often connected to the processing unit 804
through an input device interface 842 that is coupled to the
system bus 808, but can be connected by other interfaces,
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such as a parallel port, an IEEE 1394 serial port, a game port,
a USB port, an IR interface, etc.

A monitor 844 or other type of display device is also
connected to the system bus 808 via an interface, such as a
video adapter 846. In addition to the monitor 844, a com-
puter typically includes other peripheral output devices (not
shown), such as speakers, printers, etc.

The computer 802 may operate in a networked environ-
ment using logical connections via wired and/or wireless
communications to one or more remote computers, such as
a remote computer(s) 848. The remote computer(s) 848 can
be a workstation, a server computer, a router, a personal
computer, portable computer, microprocessor-based enter-
tainment appliance, a peer device or other common network
node, and typically includes many or all of the elements
described relative to the computer 802, although, for pur-
poses of brevity, only a memory/storage device 850 is
illustrated. The logical connections depicted include wired/
wireless connectivity to a local area network (LAN) 852
and/or larger networks, e.g., a wide area network (WAN)
854. Such LAN and WAN networking environments are
commonplace in offices and companies, and facilitate enter-
prise-wide computer networks, such as intranets, all of
which may connect to a global communications network,
e.g., the Internet.

When used in a LAN networking environment, the com-
puter 802 is connected to the local network 852 through a
wired and/or wireless communication network interface or
adapter 856. The adapter 856 may facilitate wired or wire-
less communication to the LAN 852, which may also
include a wireless access point disposed thereon for com-
municating with the wireless adapter 856.

When used in a WAN networking environment, the com-
puter 802 can include a modem 858, or is connected to a
communications server on the WAN 854, or has other means
for establishing communications over the WAN 854, such as
by way of the Internet. The modem 858, which can be
internal or external and a wired or wireless device, is
connected to the system bus 808 via the serial port interface
842. In a networked environment, program modules
depicted relative to the computer 802, or portions thereof,
can be stored in the remote memory/storage device 850. It
will be appreciated that the network connections shown are
exemplary and other means of establishing a communica-
tions link between the computers can be used.

The computer 802 is operable to communicate with any
wireless devices or entities operatively disposed in wireless
communication, e.g., a printer, scanner, desktop and/or
portable computer, portable data assistant, communications
satellite, any piece of equipment or location associated with
a wirelessly detectable tag (e.g., a kiosk, news stand, rest-
room), and telephone. This includes at least Wi-Fi and
Bluetooth™ wireless technologies. Thus, the communica-
tion can be a predefined structure as with a conventional
network or simply an ad hoc communication between at
least two devices.

Wi-Fi allows connection to the Internet from a couch at
home, a bed in a hotel room, or a conference room at work,
without wires. Wi-Fi is a wireless technology similar to that
used in a cell phone that enables such devices, e.g., com-
puters, to send and receive data indoors and out; anywhere
within the range of a base station. Wi-Fi networks use radio
technologies called IEEE 802.11 (a, b, g, etc.) to provide
secure, reliable, fast wireless connectivity. A Wi-Fi network
can be used to connect computers to each other, to the
Internet, and to wired networks (which use IEEE 802.3 or
Ethernet). Wi-Fi networks operate in the unlicensed 2.4 and
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5 GHz radio bands, at an 11 Mbps (802.11a) or 54 Mbps
(802.11b) data rate, for example, or with products that
contain both bands (dual band), so the networks can provide
real-world performance similar to the basic 10BaseT wired
Ethernet networks used in many offices.

What has been described above includes examples of the
innovation. It is, of course, not possible to describe every
conceivable combination of components or methodologies
for purposes of describing the subject innovation, but one of
ordinary skill in the art may recognize that many further
combinations and permutations of the innovation are pos-
sible. Accordingly, the innovation is intended to embrace all
such alterations, modifications and variations that fall within
the spirit and scope of the appended claims. Furthermore, to
the extent that the term “includes” is used in either the
detailed description or the claims, such term is intended to
be inclusive in a manner similar to the term “comprising” as
“comprising” is interpreted when employed as a transitional
word in a claim.

What is claimed is:

1. A fiber-optic probe that facilitates characterization of
superficial tissue, comprising:

an illumination fiber, wherein the illumination fiber is a

multi-mode optic fiber;

a collection fiber, wherein the collection fiber is a multi-

mode optic fiber;

a ball lens that couples the illumination fiber and collec-

tion fiber; and

a protective overtube that houses the illumination fiber,

the collection fiber, and the ball lens, wherein the
arrangement of the illumination fiber, the collection
fiber, and the ball lens facilitates a constant penetration
depth and are arranged based on an optimization of a
first diameter of an illumination spot, a second diameter
of a collection spot, a separation distance between the
illumination spot and the collection spot, and an angle
between an illumination beam and a collection beam,
wherein the optimization maximizes an overlap
between an illumination area of the illumination fiber
and a collection area of the collection fiber.

2. The probe of claim 1, further comprising a spectrometer
that facilitates analysis of one or more signals collected via
the collection fiber.

3. The probe of claim 1, further comprising an illumina-
tion source coupled to the illumination fiber, wherein the
illumination source facilitates illumination of the superficial
tissue via the illumination fiber and the ball lens.

4. The probe of claim 1, wherein the optimization is based
at least in part on a Monte Carlo or ray tracing simulation of
photon trajectories associated with the probe.

5. The probe of claim 1, wherein the illumination fiber and
the collection fiber each have a core fiber diameter of
between 50 um and 200 pm.

6. The probe of claim 1, wherein the ball lens has an index
of refraction of 1.85.

7. The probe of claim 1, wherein the ball lens has a
diameter of 2 mm.

8. The probe of claim 1, wherein the distance between the
illumination and collection fibers is 0.625 mm and the
distance between the ball lens and the illumination and
collection fibers is 0.563 mm.

9. The probe of claim 1, wherein the penetration depth is
independent of a scattering coefficient and an anisotropy
factor.

10. The probe of claim 1, wherein the probe has a
penetration depth less than or equal to 200 pm.
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11. A method of fabricating a depth-selective probe,
comprising:
selecting at least two multi-mode fibers based at least in
part on one or more properties of the at least two
multi-mode fibers, wherein the at least two multi-mode
fibers comprise an illumination fiber and a collection
fiber;
selecting a high-index ball lens; and
arranging the high-index ball lens and the at least two
multi-mode fibers within a protective overtube,
wherein the high-index ball lens couples the at least
two multi-mode fibers, the arranging comprising:
optimizing a distance between the ball lens and the at
least two multi-mode fibers;
optimizing the distance between the at least two multi-
mode fibers; and
optimizing a signal to noise ratio of the depth-selective
probe; wherein the optimizations include:
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minimizing a spot size of the illumination fiber;

minimizing specular reflection;

maximizing an overlap between an illumination area
of the illumination fiber and a collection area of
the collection fiber; and

maximizing a collection angle with respect to an
illumination beam.

12. The method of claim 11, wherein the arranging
comprises employing a Monte Carlo simulation or ray
tracing simulation of photon trajectories associated with the
probe.

13. The method of claim 11, wherein the ball lens has an
index of refraction of 1.85.

14. The method of claim 11, wherein the illumination fiber
and the collection fiber each have a core fiber diameter of
between 50 um and 200 pm.

#* #* #* #* #*



